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ASTM RESULTSTEST

Technical specifications

           lbf.

Color shade variationGLAZED PORCELAINRock™, a colorful new quartzite recreation in glazed porcelain uses HD Technology 
for a natural effect.  It is available in three sizes and four colors. The high definition 
graphic imaging makes this tile look like it was quarried from the side of a mountain 
adding a sense of natural character and tranquility to any space.

ROCK™

V1 | Low

Suggested patterns. Diamond, Grid, Offset

Grout joint recommendation. 3/16”
Dry > .85 | Wet > .60

RESISTANT

7

V

> 600

RESISTANT

< .5%

V2 | Medium V3 | High V4 | Substantial

Colors4 3 Sizes
3 8 “

Thickness/

Felsite PyroliteEpisodite Monzonite

Recycled Content 4% Pre-Consumer

Rock™ Pyrolite 12”x24” • Offset pattern
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105

Thickness
12”x24”

11.81”x23.62”
GLAZED PORCELAIN13”x13”

13.02”x13.02”
18”x18”

17.73”x17.73”

Episodite Felsite Monzonite Pyrolite

18”x18” 18”x18” 18”x18”18”x18”

12”x24” 12”x24” 12”x24”12”x24”

13”x13” 13”x13” 13”x13”13”x13”

Rock
Monzonite

 
EMSER COORDINATES

Lucente Puntini Pattern Blend
on 12”x12” mesh

Lucente Servolo Pattern Blend
on 12”x12” mesh

Floor SBN 3”x13”

TRIM




