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Vanity Luminaire:

Project Information:

location: 
DAMP
interior

All dimensions provided are nominal.  
Allowance must be made for dimensional tolerance in handcrafted glasses. REV 7/10

ORDERING:

WM Jamie

SPECIFICATIONS:
DESCRIPTION
1-3 Light vanity luminaires featuring handcrafted glass. 

LAMPING
Standard is 60W G9 Halogen 120V, included.  
Suitable for dimming with a standard incandescent dimmer. 

DIFFUSER
Opal Matte glass diffusers feature enclosed quarter-sphere shape. 

CONSTRUCTION
Canopy and oval faceplate (7.5” x 4.75” H) are plated steel.  
Lampholders are stamped steel, on 0.5” square steel tubing,  
with plated finish. 

METAL FINISH
Fixture shall be finished in Bronze, Polish Nickel or Satin Nickel.

MOUNTING
Installs directly to a 4” octagonal outlet box. Wall-mount only. 
Glass diffuser can be oriented upward or downward. 

LABELS
UL or ETL Listed. Suitable for Damp Locations (interior use only).

- 2 3 1 8 0 7 -
Fixture Decor Metal Finish

1WM 1 Light 231807 Opal Matte BR Bronze
2WM 2 Light PN Polished Nickel
3WM 3 Light SN Satin Nickel

3WM-231807-SN 
37.5” L x 4.875” H x 5.375” D

2WM-231807-SN 
24.625” L x 4.875” H x 5.375” D

1WM-231807-SN 
11.875” L x 4.875” H x 5” D

1WM-231807-BR

Glass in downward orientation
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