
Date: ____________________________

Fixture Type: ______________________

Project: _______________________________

Specifier/Rep: __________________________

Ginetta ‐ Suspension

for North American StandardCertified by

Reflector:

ELECTRICAL: 

Power Supply

APPLICATION:

CONSTRUCTION: 
Fixture Material:

Fixture Finish:
Opalflex ‐ Cristalflex

Ceiling ‐ Suspended

N/A

IP RATING:
IP20

(277v or 347v available upon request)

Emergency: N/A

Lamp Category:
Halogen,Fluorescent

N/A

OPTICS:

Diffusor Material:
N/A

NOTES:

Efficiency:
N/A

Lamp Type:
CFL or A19 Halogen
Lamp Base:
E26
Number of Lamps:
1

Max Wattage per Lamp:
24 or 100

Max. Overal Height:
210cm

Available Size/Lamp/Finish Options:

Options Available (See next pages)

Voltage/Constant Current:

120

Waight:

Diffusor Finish:

3.2kg

(See page 2 for other possible options by model #)

Note: The image shown in Black
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Black
Gold
Silver 

White
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Date: ____________________________

Fixture Type: ______________________

Project: _______________________________

Specifier/Rep: __________________________

Ginetta ‐ Suspension

 Available Sizing/Lamp/Finish Options

Model No DetailsFixture ‐ Diffuser

 D12-1079  Black - N/A  Ø: 78cm / 30 11/16" H: 58cm / 22 13/16", 1 x (CFL or A19 Halogen) Max. 24 or 100W, with E26 base, 120V

 D12-1080  White -   Ø: 78cm / 30 11/16" H: 58cm / 22 13/16", 1 x (CFL or A19 Halogen) Max. 24 or 100W, with E26 base, 120V

 D12-1081  Silver  - N/A  Ø: 78cm / 30 11/16" H: 58cm / 22 13/16", 1 x (CFL or A19 Halogen) Max. 24 or 100W, with E26 base, 120V

 D12-1082  Gold - N/A  Ø: 78cm / 30 11/16" H: 58cm / 22 13/16", 1 x (CFL or A19 Halogen) Max. 24 or 100W, with E26 base, 120V
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