
  

 
 

 
UNDER CABINET LINE VOLTAGE XENON LIGHT BAR                                           MODEL BA-LIX-4 

 

 

            
 

 
                          
 

Ordering Matrix  

Model Series Finish 
   

BA LIX-4 BB SN WT 

Ordering Example (model  –  series  –  finish):  BA-LIX-4-SN 
 

Product Details  Specification Features 
Description: Line voltage Xenon undercabinet light bar for use on wood cabinets, 

desks, shelves and bookcases.   

Materials:   Formed steel body and cover plate with an abrasion resistant paint 
finish.  Four internal high efficiency bent reflectors (one above each 
lamp).  Frosted glass lenses attached to cover plate.  High-low-off 
switch.  Supplied with all mounting hardware and one BX/non-
metallic sheathed cable adaptor for installation convenience. 

   

Connection:   The BA-LIX supplied with an “I” connector for direct end-to-end use. 
Optional interconnect cable and power cords are available. Knock 
outs provided on top and rear for hard wiring.    

Lamping: 4 – (25W, 120V) Xenon bi-pin lamps included. 

Finish:   BB = Bronze    

SN = Satin Nickel     

WT = White 

 

Accessories:   LENS-BAL-CL = Clear Lens  

Listing: UL & CUL Listed.  5 year W.A.C. Lighting product warranty.  

• The BA-LIX series features a low 
profile (1”) body style that fits into 
most niches. 

 

• The BA-LIX series can be 
dimmed with a standard 
incandescent dimmer.  

 

• BA-LIX-4 can be hard wired to 
run off a standard wall switch. 

 

• Four top mounted rubber 
spacers facilitate level mounting 
on flat surfaces. 

 

• “Quick-Ship” item, always in 
stock and available for 
immediate shipment. 

 
 
 

W.A.C. Lighting reserves the right to modify the design of our products as part of the company’s continuous improvement program. 
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